
CrossPointer5 GREEN SP
Five points plus cross

Self-levelling range		  ± 3°
Accuracy		  ± 3 mm / 10 m
Laser line function	
Working range w/o receiver		  50 m* (radius)
Working range with receiver		  80 m (radius)
Fan angle Hz Line		  180°
Fan angle V Line		  160°
Laser point function 		  5 laser dots
Working range without receiver		  50 m
Power supply		  Li-Ion

Operating time Li-Ion
All laser lines & dots		  6 h
All laser lines 		  8 h
All laser dots		  24 h
Dust/water protection		  IP 54
Laser diode / class		  green / 2
Temperature range		  -10°C to +45°C
Weight (instrument with battery)		  0,7 kg
		  * depending on room illumination

TECHNICAL DATA

	· 2 laser lines form a green laser cross
	· 5 laser points: back, left, right, ceiling, floor
	· Laser points rotate 360° around vertical axis
	· Plumbing function
	· Self-levelling function can be switched off for 
manual use

	· Audible & visual alarm when out of level
	· Use with receiver FR 75-MM / FR 55 / 55-M 
(optional)

	· Multi-functional mount
	· height adjustable
	·  for wall-hanging with screw
	· strap attachement
	·  strong magnets on back face

	· 1/4“ and 5/8“ thread for use with tripods etc.

FEATURES

SUPPLIED WITH

	· Multi-functional mount
	· Li-Ion battery 
	· Intelligent charger
	· Magnetic target
	· Container

ART.-NO. 531550

Selection PROSelection PRO


